
A. Optical Fibre Cable(CSC-131/R-1/DH/UH/P&D/2016-2017) 

Sr. No Existing clause Proposed clause 

1 clause 1.2.5 
 A circular jacket of not less than 
0.65mm Polymide-12 (Orange 
Nylone-12) material should be 
applied over the sheath as an 
outer jacket. The outer jacket 
shall have smooth finish and shall 
be termite resistant.HDPE sheath 
thickness shall be >1.6mm 

A circular jacket of HDPE material 
should be applied over the sheath as an 
outer jacket. The outer jacket shall 
have smooth finish and shall be termite 
resistant.HDPE sheath thickness shall 
be >1.6mm 

2. As per table 1-1 cable weight for 
24/48 fibre cable is 172-191 
kg/km 

As per table 1-1 cable weight for 24/48 
fibre cable is 140 kg/km        /140 
kg/km 

3 As per table 1-1 cable diameter 
for 24/48 fibre cable is 14.4±0mm 

As per table 1-1 cable diameter for 
24/48 fibre cable is 13.2 ± 1.0mm         
/13.2 ± 1.0mm 

4 Clause : Table 1-1 
No of dummy -1 

Not required 

B. HDPE Pipe 160mm dia 
 
CSC-141/DH/UH/P&D/2015-2016 
 

1 4 (A) 10, B 
(10), C (10) 
Continuous 
temperature 
withstand 
capacity 
 

120 deg celcius 
110 deg celcius 
110 deg celcius 

4 (A) 10, B (10), C 
(10) 
Temperature 
withstand 
capacity 
 

110 degree celcius 
temperature for 
60 +/-1 minute for 
wall thickness up 
to 8 mm and 110 
degree Celsius for 
120 +/-2 minutes 
for wall thickness 
over 8 mm up to 
16mm 

Sr 
No 

Existing provision Proposed amendments 

A 11kV RMU(CSC-117/R-
II/DH/UH/P&D/2017-18) 

1. Earth Bus Bar 
Cl 6.9: 
The Earth Bus shall be of GI strip (75 x12 
sq mm) or copper strip (inside the RMU) 
having equivalent current rating and short 
circuit current rating as per IS/ IEC 

The Earth Bus shall be of GI strip or copper strip 
(inside the RMU) suitable for specified short circuit 
current rating and shall be type tested as per IS/ 
IEC. 

2. FPI setting 
Cl 6.12: 
… They shall be fully field- programmable 
and shall have O/C setting 200-1000 A 
and E/F setting 10-150 A. 

Cl 6.12: 
… They shall be fully field- programmable and 
shall generally have O/C setting 200-1000 A and 
E/F setting 10-150 A, however manufacturer 
standard settings are also acceptable provided 
the same are in accordance with the current 
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rating and short circuit rating of 11 kV RMU as 
per the specifications. 

3. Operation counter 
Sr No 62.0 of GTP – LBS and earth 
switch operation counter 
  

Operation counter 
Sr No 62.0 of GTP – LBS operation counter 
  

4. SF6 Tank Design: 
Sr no 29.0 of GTP: 
Hermetically/ robotically sealed unpainted 
stainless steel enclosure with SF6 gas. 
Sealed pressure system by Laser welding 
so that no refilling of gas is required for 30 
years. 

SF6 Tank Design: 
Sr no 29.0 of GTP: 
Hermetically/ robotically sealed unpainted stainless 
steel enclosure with SF6 gas, so that no refilling of 
gas is required for 30 years 

  
  

LT XLPE Power cable (Armoured) CSC-115/ R-1/ DH/ UH/ P&D/ 16-17 and Unarmoured CSC-114/ R-1/ DH/ 
UH/ P&D/ 16-17 

Cl 4.0: Conductor 
The conductor of the cable shall be made from high 
conductivity, electrolytic, H4 grade, stranded 
aluminium to form compacted and circular/ shaped 
conductor having resistance within limits as specified 
in IS 8130/ 1964 with latest amendments. 

Cl 4.0: Conductor 
The conductor of the cable shall be made from high 
conductivity, electrolytic, H4 grade, stranded 
aluminium to form compacted (Non-compacted for all 
cables of sizes 10 mm2 or below) and circular/ shaped 
conductor having resistance within limits as specified in 
IS 8130/ 1964 with latest amendments.  

 


